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T5 Lighting Advantages

MReduces energy costs
MReduces maintenance costs

Amproves lighting quality
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Past problems with T5 lighting

AReliability of electronic ballasts
MOperating at freezer temperatures
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Energy Reduction

A T5 Fixtures use fewer watts to
provide equal lumens

A Lower heat loads

A Sensors permit bi-level lighting

A T5 lamps retain about 94% of lumens
over years
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Reduced Long Term Maintenance Costs

A Electronic ballasts 85 year warranty

A Electronic ballasts provide a gentle
start

A Lamp warranty 82 years
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Improved lighting Quality

A Daylight 86000 Kelvin
A Incandescent lights 82800 kelvin
A Cool white fluorescent 84100 Kelvin

AT5 84100, 5000, 6000, and 6500
Kelvin
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3 Projects

A New 28°F cooler/dock
A 37°F cooler retro -fit
A New -20°F freezer
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New 28°F Cooler/Dock

A 24 x 7 operation

A Storage area 820 FC

A Dock and staging aread30 FC
A5 lamp fixtures 83 on, 2 off

A Approx. 50% energy savings
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37°F Cooler Retro-fit
A 24 x 7 operation

A Installed occupancy sensors for 2
weeks

A Replaced 440 watt fixtures with 216
waltt

A Light levels 88 FC to 20 FC
A Less than 2 year payback
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New -20° F Freezer
A 2 shift operation

A 20 FC in freezer, 30 FC on dock

A 6 lamps fixtures in freezer, 3 on, 3
off

A 4 lamp fixtures on dock, on or off
A Over 50% savings in freezer
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lce -o-Light fixture

4-LAMP
EXTREME COLD TEMPERATURE
T5HO HIGH BAY LUMINAIRE
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LUMINAIRE SPECIFICATIONS

Model No. Description Dimensions Weight Input Wattage*
IOL-2L-EX-CT 2-Lamp T5HO Ext. Cold Temp 58"Lx16"Wx6"D 30# 17
I0L-3L-EX-CT 3-Lamp T5HO Ext. Cold Temp 58"Lx16"Wx6"D 30# 176
I0L-4L-EX-CT 4-Lamp T5HO Ext. Cold Temp 58"Lx16"Wx6"D 31# 234
IOL-5L-EX-CT 5-Lamp TSHO Ext. Cold Temp 58"Lx21"Wx6"D 36 # 293
IOL-6L-EX-CT 6-Lamp TSHO Ext. Cold Temp 58"Lx21"Wx6"D 36# 351

* Input wattages will be temperature dependent + 6% and - 6% from the above input wattages.

LUMINAIRE BODY

Seamiess high impact double-walled composite body, with integral protective housing for occupancy sensors.
Includes mounting points for both chain/cable and surface mounting.

LAMP PROTECTION
Double Pane - High impact slide-out clear acrylic lens

OPERATING TEMPERATURES
Extreme High “R" value for extreme low temperature protection — Rated down to -30F in standard applications, Rated down to -20F
with direct air movement.

OCCUPANCY SENSORS
Adjustable time delay 2.5 to 20 minutes on standard sensors. Alternating preset at 10 minute rotation; Up to 45' mounting height;
operating temperatures -40F to +160F; Available in 120 through 480VAC models @ 50/60 Hz; Aisle sensors also available.

ELECTRONIC BALLAST

Power Factor > .98; THD <10%; -30F starting temperature; Program Start, UL / CUL Listed; Instant Restrike; Ballast Frequency>
20,000 Hz; Ballast Crest Factor <1.7; Voltage range 120-277 & 347-480; End of Life Protection; Flicker <3%. Start Time .9-1.0
seconds.

LAMPS
54 Watts, 5000 Kelvin Standard, Also available in 4100, 6000, and 6500 Kelvin. Rated Lamp Life: 36,000 Hours @ 12 hour starts
and 30,000 hours @ 3 hour starts. Maximum lumen depreciation over the lamp life: 10%.

REFLECTORS

One piece continuous MIRO 4 anodized polished aluminum, 9 Facet, 95% Reflectivity.
LUMINAIRE EFFICIENTCY

85% to 94% of the lamp lumens will be reflected out of the luminaire.

WARRANTY

Lamps - 2 Years Occupancy Sensors - 5 Years
Electronic Ballast - 5 Years All other - 5 Years
LISTINGS

uL - (Underwriters Laboratories)

CUL - (Canadian Underwriters Laboratories)

Patents - Patent Pending

All “ICE-O-LIGHT” Luminaries are shipped with: Lamps, &' Cord, Cord Plug, “V" Hangers and ready to hang.
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Dock photo
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